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 Introduction  
 

Thank you for choosing this IPCamera.  

1.1 Product Overview  
 

Thank you for choosing this IPCamera. This IPCamera provides dedicated solution for Small 

Office/Home Office (SOHO) or Outdoor monitor across LAN/WAN. Once proper configuration,your 
can access your IPCamera from anywhere accross Internet.  

It is an easy Web-based setup for installation and management. Even though you may not be familiar 

with the IPCamera, this guide will make configuring the IPCamera easy. Before installing the 
IPCamera, please look through this guide to know all the IPCameraôs functions.  

1.2 Main Features  

ü Complies with IEEE 802.11g, IEEE 802.11b standards.  

ü 10/100M Auto-Negotiation RJ45 WAN port.  

ü Built-in DHCP supporting for fetch IP from router automatically .  

ü Provides WiFi connectoin function,with WPA-PSK/WPA2-PSK,WEP authentication, 
TKIP/AES encryption security.  

ü Supports firmware upgrade.  

ü Supports Web management.  

ü Supports UPnP, Dynamic DNS.  

ü Supports access control with multilevel user privilege. 

 



Login 

 

For security reason,before use the functions of IPCamera,you must provide user name and 

password. 

Multilingual switch  
The IPCamera support many languages at the same time. 

You can switch to another language by click the hyperlink at the top. 

Add a new language is very easy,we can even use google translate for this work. 

If you language is not list here,you can email us for it or do it youself. We provide webpage 

source code and necessary tools so user can make their own firmware package. 

 

Greeting string  
There is a text in the login page which can be customized ŀǘ Lt/ŀƳŜǊŀҔέ/ƻƴǘǊƻƭ tŀƴŜƭέҔέ5ŜǾƛŎŜ 

LƴŦƻǊƳŀǘƛƻƴέΦ 

You can display some useful information here use plain text or HTML. 

User 
input user name here 



Password  
input password here 

Remember me 
/ƘŜŎƪ άwŜƳŜƳōŜǊ aŜέ ǘƻ ǎŀǾŜ ȅƻǳǊ ǳǎŜǊ ƴŀƳŜ ŀƴŘ ǇŀǎǎǿƻǊŘΣǎƻ ȅƻǳ ƴƻ ƴŜŜŘ ǘƻ ƛƴǇǳǘ ǘƘŜǎŜ 

information at the next use.You browser must support and enable cookie for this function to 

work. 

Please use this function only at your personal PC,not at the public PC. 

 

Tip  
The IPCamera support anonymous access,administrator can enable/disable this feature. 

If anonymous access is enabled,people no need to input user and passwor to login the IPCamera. 

See άControl Panelέ>έAnonymous Accessέ for more details. 

  



Preview Video  
Preview video page support show up to 100 cameras at the same page. 

The first video window always show the main device,extra device can be added at άControl 

Panelέ>έOuter Deviceέ. 

If the IPCamera support PTZ,user can move PTZ to top,bottom,left and right by press left button 

of mouse on the video window .  

 

Video 

Windows  
Set the count of visible video window  

Resolution  
Set the video size of current channel,such as 320x240,640x480.  

Mode 
Set light mode to avoid flicker,can be 50HZ,60HZ or outdoor. 

Mirror  
invert image horizontal 

Flip  
invert image vertical 



Mute  
enable or disable play audio 

Video Panel  
Show/Hide video panel 

video panel is the status bar below the video window,is used for show status of current 

channel,such as recording,snaping and so on. 

Sound Alarm  
Enable/Disable play sound when alarm. 

Connect 
Connect current channel 

Disconnect  
Disconnect current channel 

Connect All  
Connect all channels 

Disconnect All  
Disconnect all channels 

Snapshot 
Save the image of current channel as a file. 

View Snapshot  
Open current snapshot directory. 

Snapshot directory can be configue at άControl Panelέ>έLocal Configέ. 

Start Record  
Start record for current channel. 

Stop Record 
Stop record for current channel. 

All Start Record  
Start record for all channels. 

All Stop Record  
Stop record for all channels. 



View Record  
Open current record directory. 

Record directory can be configue at ά/ƻƴǘǊƻƭ tŀƴŜƭέҔέLocal Configέ. 

Full Screen 
Click to set full screen mode. 

Press άESCέ to exit full screen mode. 

PTZ Control  

  

User can move PTZ to top,bottom,left and right,or move horizontal,move vertical and stop move 

PTZ.  



Net Connection 

Wireless Connecton  

 

Wifi Router  

Show all wifi router the IPCamera has found 

If your WiFi-Router is not lis there,please click άSearch Wifi Routerέ to refresh this list. 

Status 

Show the status of current WiFi connection. 

Enable 

Enable/Disable the WiFi connection. 

WiFi -Router  

Show the current associated WiFi-Router. 

Password 

Input password here,IPCamera need this password to connect to Wifi-Router. 

MAC Address 

Show the MAC address of IPCamera WiFi device. 



IP Address Type 

Set the type to get IP address for IPCamera WiFi connection,can be DHCP or static IP(manual 

config). 

LAN IP 

Show/Set the LAN IP of IPCamera WiFi connection. 

SubNet Mask 

Show/Set the subnet mask of IPCamera WiFi connection. 

GateWay 

Show/Set the gateway of IPCamera WiFi connection. 

DNS Server Type 

Set DNS server type,can be DHCP or static. 

There is only DNS Server Type,WiFi Connection and Cable Connection share the same config. 

Preferr ed DNS Server 

The primary DNS server. 

Second DNS Server  

The second DNS server. 

 

  



Cable Connection 

 

Status 

Show the status of current Cable connection. 

MAC Address 

Show the MAC address of IPCamera Cable device. 

IP Address Type 

Set the type to get IP address for IPCamera Cable connection,can be DHCP or static IP(manual 

config). 

LAN IP 

Show/Set the LAN IP of IPCamera Cable connection. 

SubNet Mask 

Show/Set the subnet mask of IPCamera Cable connection. 

GateWay 

Show/Set the gateway of IPCamera Cable connection. 

DNS server type 

Set DNS server type,can be DHCP or static. 

There is only DNS Server Type,WiFi Connection and Cable Connection share the same config. 

Preferr ed DNS Server 

The primary DNS server. 

Second DNS Server  

The second DNS server. 

  



Dynamic DNS 

 

Enable 

Enable/Disable DDNS 

DDNS Provider 

Select DDNS provider  

Dynamic DNS 

Set DDNS host name 

User 

Set DDNS user account 

Password 

Set DDNS password 

Update Interval  

Set at which interval the IPCamera update DDNS a time. 

Notice: 

Too frequently update DDNS may lead to DDNS provider block your DDNS account. 

Status 

Show the current status of DDNS. 

Update Time 

Show the last time the IPCamera update DDNS. 

Notice:The time is relative to local PC time. 

Next Update Time 

Show the next time the IPCamera will update DDNS. 

Notice:The time is relative to local PC time. 



UPnP 

 

Enable 

Enalbe/Disable UPnP. 

Status 

Show the current status of UPnP. 

Update Time 

Show the last time the IPCamera update UPnP. 

Notice:The time is relative to local PC time. 

Next Update Time 

Show the next time the IPCamera will update UPnP. 

Notice:The time is relative to local PC time. 

 

 

  



Port  

  



Alarm Config  

Motion Detect  
The IPCamera can do motion detect automatically(no need support from PC). 

Please drag to select one or more areas(areas under green grids) to do motion detect. 

When do motion detect,IPCamera only check images under these green grids. 

 

Enable motion detect  

Enable/Disable motion detect 

EMail alarm  

Enable/Disable EMail alarm. 

Must set EMail config for this function to work. 

FTP alarm 

Enable/Disable FTP alarm. 

Must set FTP config for this function to work. 

HTTP alarm 

Enable/Disable HTTP alarm. 

Must set HTTP config for this function to work. 



IO Output linkage  

Trigger IO Output when motion detect. 

Sensitivity  

Set sensitivity of motion detect,1 is the most sensitive,100 is least sensitive. 

  



IO Config 
There are four IO ports at the back of device,named port1,port2,port3 and port4. 

port1 is nearby WiFi antenna,then port2,port3,and port4 is nearby power slot.  

port1 and port2 is IO/In 

port3 and port 4 is IO/Out 

IPCamera will check signal on port1 and port2 at regular interval. When IPCamera detected 

signal,it can trigger proper action,such as send current image by emal,upload current image to 

ftp server,linkage signal to IO/Out(port3 and port4). 

 

IO Output linkage  

If checked,IPCamera will trigger IO/Out(port3 and port4) when detect signal on port1 and port2. 

EMail alarm  

If checked,IPCamera will send email when detect signal on port1 and port2. 

FTP alarm 

If checked,IPCamera will send image to FTP server when detect signal on port1 and port2. 

Alarm Interval  

Send EMail and FTP alarm at this interval. 

Some EMail provider may block your email account if it find your account sent too much email in 

a short time. In order to avoid sent/receive too much email,should designate a proper interval. 

Automatically clear the output signal delay  

When motion detect or detect signal on port1 and port2,IPCamera can trigger IO/Out(port3 and 

port4). The IPCamera can automatically clear IO/Out signal after designated interval. 

  



SMTP Config 
Provide email sender information here, which is need for send email when motion detects or 

other alarm is occurring. 

 

Server 

SMTP server. 

Port 

SMTP server port,default is 25. 

Sender 

Sender full email address. 

Password 

Sendser email account password. 

Receiver 

Receiver full email address. 

My SMTP Server need authorization  

Check this option if SMTP server need authorization,this is almost all the case,so please always 

check this option. 

  



FTP Config 

 

Server 

FTP Server address. 

Port 

FTP Server port. 

User 

FTP user account. 

Password 

FTP user password. 

Folder  

Upload picture to this folder. 

Upload picture  On Schedule 

Check to upload picture at configurable interval. 

Upload interval  

Set the interval of upload picture.  



HTTP Alarm  
IPCamera can notify alarm by HTTP when occur motion detect or IO alarm. 

 

URL 

Url to notify alarm. 

  



Control Panel  

System Information  
 

  



Device Information  

 

Device Name 

device name will display at login page and search tool 

Greeting 

greeting is the string display at login page,it can be plaint text or HTML string. 

  



User Account  
There are three kinds of user:Administrator,Operator and Guest. 

Administrator always can do all actions to IPCamera. 

The privilege of Operator and Guest is configurable ŀǘ ά!Ŏǘƛƻƴ /ƻƴŦƛƎέ .  

 

Create 

Create a new user 

Edit 

Select an user and edit it 

Delete 

Select an user and remove it 

 

Notice: 

The IPCamera must have at least one Administrator. 

  



Anonymous Access 
Anonymouse access is use IPCamera without provide user name and password. 

In some case,user may want open their IPCamera to public, anonymouse access is for this 

purpose. 

 

Group 

Set the user group of anonymouse user. 

Anonymouse user can be disabled,or have privilege of Administrator,Operator and Guest. 



Action Config  
Action Config is used to config what Operator&Guest can do. 

Administrator user can always to what all actions. 

 

PTZ 

Privilege to control PTZ  

Audio  

Privilege to listen audio 

Speak 

Privilege to speak 

Video Config 

Privilege to set video parameter,such as adjust video size. 

Device Config 

Privilege to adjust device config 

Outer  Device 

Privilege to visit outer device 

 

  



Date and Time  
There are many times where IPCamera use time,such as send FTP,EMail alarm. 

 

TimeZone 

Select local time zone 

Sync time with Internet NTP Server  

After connect to Internet,IPCamera can automatically get time from NTP Server. 

Server 

NTP server to use. 

Date 

Current IPCamera date 

Time 

Current IPCamera time 

Sync with PC time 

Sync IPCamera time with current PC time. 

 

   



Outer Device  
Preview video page support use other IPCameras,so that user can manage many  IPCamera in a 

single web page. 

 

Create 

Add other IPCameras 

Edit 

Select an IPCamera and edit its config 

Delete 

Select an IPCamera and remove it 

Notice: 

Outer Device only support IPCamera of the same model,please do not support products of other 

companies. 

  

 



PTZ Config 

 

Horizontal mirror  

Invert PTZ horizontal movement direction. 

Vertical mirror  

Invert PTZ vertical movement direction. 

 



Local Config 

 

Snap Directory  

Set the directory to put snapshots. 

¢ƻ ƭƻŎŀǘŜ ŎǳǊǊŜƴǘ ǎƴŀǇ ŘƛǊŜŎǘƻǊȅΣƧǳǎǘ ŎƭƛŎƪ ά±ƛŜǿ {ƴŀǇǎƘƻǘέ in the preview video page. 

Record Directory  

Set the directory to put video records. 

¢ƻ ƭƻŎŀǘŜ ŎǳǊǊŜƴǘ ǊŜŎƻǊŘ ŘƛǊŜŎǘƻǊȅΣƧǳǎǘ ŎƭƛŎƪ ά±ƛŜǿ Recordέ ƛƴ ǘƘŜ ǇǊŜǾƛŜǿ ǾƛŘŜƻ ǇŀƎŜΦ 

Alarm Config  

If checked,preview video page will automatic start record when receive motion detect/IO alarm. 

Record Time 

Preview vide page will do alarm record continuous until alarm is timeout. 

If alarm is persistent, Preview vide page will remains recording. 

 

 

 



Reboot Device 

 

Reboot the IPCamera device. 

  



Reset Config 

 

Reset Config is use for set all configurations to the default factory status. 

All user customer config,such as outer device information,user config,will be lost. 

After reset,the default user is άadminέ and the default ǇŀǎǎǿƻǊŘ ƛǎ ŀƭǎƻ άŀŘƳƛƴέΦ 

  



Download OCX 

 

click to download ocx to local PC. 

  



Language 

Click the language you need. 

You can also select language when login.  



Update Software  

  

select app.bin to update the software of IPCamera. 

Latest app.bin can be download from our website. 

  



 

Update WebPages 

 

select www.bin to update the web pages of IPCamera. 

Latest www.bin can be download from our website. 

 

http://www.bin/
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